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Monitor Amplifier 


This Guide describes how to use the Trend Aurora Monitor 
Amplifier to monitor protective monitor points. It tells you 
how to fit the Monitor Amplifier to AuroraDuet and connect 
it up ready for use. 


About the Monitor Amplifier 
The Trend Aurora Monitor Amplifier is used to monitor 
primary rate signals from 2k4 protective monitor points. 


Connection to a monitor point is normally made via a coaxial 
T-piece attached to the ISDN. Ina protective monitor point, 
connection to the ISDN is made through a resistor which 
protects the line. The following diagram shows connection at 
a protective monitor point: 


Protective 
Monitor 
Point 


ISDN 


Before you can begin using the Monitor Amplifier, you need 
to carry out the following steps: 


e fit the Backplate to AuroraDuet 
e attach the Monitor Amplifier to the Backplate 


¢ connect up the Monitor Amplifier ready for use 
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A look at what is supplied 


A/B Input 
Cable 


New 
Backplate 
Screws x 2 


The Trend Aurora Monitor Amplifier consists of the following 
parts: 


DC Cable 


|___ Monitor 
Amplifier 


on 


1 — Backplate 


Fitting the Backplate to AuroraDuet 


You only need to fit the backplate once to AuroraDuet. Once 
the backplate is fitted, it can be left in place regardless of 
whether you are using the Monitor Amplifier or not. 


To fit the backplate to AuroraDuet: 


>» — Disconnect the adaptor/charger and switch AuroraDuet 
off. 

Caution 

AuroraDuet must be switched off before you unscrew the 

backplate, or damage may occur. 


> Place AuroraDuet face down on a flat surface 

> Remove the right-hand screw from the back of 
AuroraDuet. 

Caution 

Remove and replace the screws one at a time. Do not 

remove both screws at once or fixings within AuroraDuet's 

end plate may come loose, resulting in damage. 
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> — Place the backplate, as shown, and position using a new 
backplate screw (supplied with the Monitor 
Amplifier). 


7 
> Remove the left-hand screw from the back of 


AuroraDuet. 


> — Swivel the backplate into place, as shown, and secure 
with the other new backplate screw. 


> — Tighten both screws so that the backplate is fitted 
securely. 


ape 
& Store the screws you have removed in the carrycase for 
safekeeping. 
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Attaching the Monitor Amplifier to the backplate 


> — Place the Monitor Amplifier on top of the backplate, 
with the DC connection on the left-hand side, as 
shown: 


> — Push down and slide until the Monitor Amplifier snaps 
into place. 


Once the Monitor Amplifier is attached, you can operate 
AuroraDuet resting on its back without risk to either AuroraDuet 
or the Monitor Amplifier. 
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Connecting up the Monitor Amplifier 
Once the backplate is fitted to AuroraDuet, and the Monitor 
Amplifier is attached, you are ready to connect up the 
Monitor Amplifier for operation on the ISDN. 


Connecting the DC cable 


> — Plugin the short DC cable into the DC OUT socket on 
the Monitor Amplifier. 


Connect the other end to the DC socket on AuroraDuet. 


Connect the adaptor/charger to the DC IN socket on 
the Monitor Amplifier. 


Connecting the A/B Input cable 


> — Plugin the short A/B Input cable into the A/B INPUT 
socket on the Monitor Amplifier. 


> Connect the other end to the Primary port/Primary 
120Qconnector on AuroraDuet. 


The connections are shown below: 


Caution 

Va The Monitor Amplifier is intended for use in Monitor mode 
only. Do not operate AuroraDuetin Simulate Mode when the 
Monitor Amplifier is connected - the results may be 
unreliable. 
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Connecting to Protective Monitor Points 


Ns 
iy 
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Once the Monitor Amplifier is attached and the DC and A/B 
Input cables connected, you are ready to connect to the 
ISDN at the protective monitor points. 


To connect to the ISDN for monitoring: 
> Connect the BNC end of the PRI coaxial cable to 
CHANNEL A or B of the Monitor Amplifier. 


> — Connect the other end (normally a BT Type 43 
connector) to the ISDN line. 


Tip 
For information on monitoring ISDN lines using AuroraDuet, 
refer to the AuroraDuet User Guide. 
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